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SECTION A-A
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1’’ cl.

Bar discontinuous at stringer web. See Section A-A.

2’’ Min. (typ.)

4
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Notes:

All  bolts, studs, and nuts shall  be

Holes in trough material  shall be

drilled in the field.

At the Contractor’s option drilled anchor inserts or cast-in-place studs may be used. No 

additional  compensation will be allowed for either of these options.
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Vertical  leg of
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Cheek wall

at abutment
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Cut off horizontal

leg of hanger angle

All  angles and bar plates shall  be
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nut at 18’’ c/c max.

Stagger studs to

miss bolts on

opposing leg

of angle.
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(minimum 10’-0’’ 

sections)
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centered in 6’’ leg of angle (typ.).
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Varies
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slotted holes

Seat angle/plate

 

Exterior stringer web

Bottom of seat angle/plate

þÿ�6�’�’�x�4�’�’�x�  &�’�’� � � �h�a�n�g�e�r� �a�n�g�l�e� �e�x�t�e�n�d�s� �f�r�o�m� �s�e�a�t� �a�n�g

Extend vertical  leg of angle beyond exterior stringer to support trough. See Section A-A.

After trough is in place move 6’’ x 4’’

hanger angles back to tighten trough

against stringer web.

unpainted ASTM A 709 Grade 36 

galvanized steel.

þÿ���’�’� � � �b�o�l�t� �3�’�’� 

at 18’’ c/c maximum

þÿ���’�’� � � �b�o�l�t� �3�’�

nut at 18’’ c/c max.

unpainted ASTM A 709 Grade 36 galvanized

steel.  At the Contractor’s option, fiberglass

conforming to 921.11 may be substituted

for the steel  hanger angle.  No 

additional  compensation will  be allowed

for this option.

Trough

Trough material  shall conform to 911.11.
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NEOPRENE TROUGH DETAILS

FOR COMPRESSION SEAL ROADWAY JOINTS
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